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This country’s plan to  land American explorers on the moon 

is  pa r t  of a s t e rby - s t ep  process w e  are undertaking i n  our 

determination t o  be the leading spacefaring nation. The 

achievement of t h i s  goal w i l l  g i v e  a tremendous boost t o  

-s’I”; 

science and technology and w i l l  increase our prest ige and 

security.  It is a goal everyone can understand as it provides 

*advewure and exploration i n  the best American t rad i t ion .  - .. 

The moon landing is  a very d i f f i c u l t  but a t ta inable  goal’. 

It $6 a t ta inable  because w e  have on hand a broad foundation of 

f l i g h t  sclencq afid technology t o  make it a success. 

foundation was achieved thro years of research by government, 

un ivers i t ies ,  and indust&! 

\ 
This 

*. *. 
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The Ames Research Center, w i t h  i ts  team of s c i e n t i s t s  

and engineers under the direct ion of D r .  S m i t h  J, DeFrance, 

has been making contributions t o  the science of f l i g h t  fo r  

almost a quarter of a century. It i s  t h i s  type of contribution 

and dedication that  provides u s  the stepping stones t o  the moon. 

I You w i l l  learn of s o m e  of t h i s  work in  the  succeeding lectures  

of t h i s  course. 

During the span of Ames' existence, there has been a great  

surge of research and development across the country. In 1940, 

t h i s  country spent 345 million dol lars  i n  research and techno- 

log ica l  development, of ten called R&D. Today, it is estimated 

tha t  the t o t a l  R&D budget w i l l  soon exceed 20 b i l l i o n  dol la rs  -- 

almost a sixty-fold increase! This incredible growth follows 

an exponential l a w  which w e  find in  l iv ing  systems i n  w h i c h  

there  are no a r t i f i c i a l  constraints. I n  other words, the 

growth is  proportional t o  the amount of science and technology 

tha t  already ex is t s .  

a t  a rate of 15 per cent per year, 

and technology every f i v e  years is f a r  outs t r ipping other 

For the past decade, the growth has been 

This doubling of science 

growth rates. The output of Ph .D , ' s  i n  t h i s  country i s  

doubling every ten  years. The gross national product is  



- 

L 

3 

doubling every 2 0  years, and the world's population is  doubling 

every 50 years. 

termed "explosive" and t h a t  the twentieth century i s  being 

called the period of the Scient i f ic  Revolution. 

It is l i t t l e  wonder t h a t  such growth has been 

The high r a t e  of growth, however, cannot be maintained 

indefini te ly .  I f  it were, the annual expenditure i n  ten years 

would be close t o  the level of the present t o t a l  Federal budget! 

Congress is taking an increased in te res t  i n  t h i s  rapidly 

expanding area of R&D and there are indications tha t  we may be 

approaching a leveling-of f period. 

The mighty force of research has produced profound changes 

i n  our economic, social ,  and po l i t i ca l  l i f e .  Drug firms, w h i c h  

spend as  much as  ten per cent of t he i r  t o t a l  sales  on research, 

are marketing a large var ie ty  of medicines t h a t  were unheard of 

ten years ago. E-lectronics has advanced i n  a spectacular manner. 

The vacuum tube was developed and refined over a fif ty-year 

period, but i n  less  than ten years the t rans is tor  is making the 

tube obsolete i n  many electronic  applications. !Chin-film 

techniques and integrated circui t ry  allow the building of 

complex c i r cu i t s  into t i n y  blocks. The laser  promises even 

more electronic  wonders. It has been only twenty-two years 
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since Fermi and his group of s c i e n t i s t s  and engineers i n  Chicago 

produced the f i rs t  self-sustained chain reaction i n  a nuclear 

reactor.  Today we see the beneficial e f fec ts  of t h i s  energy 

source i n  the f i e l d s  of medicine, agr icul ture ,  indus t r ia l  

processes, e l e c t r i c  power generation, and propulsion, Ten years 

a f t e r  we began concentrated work on guided missiles,  we see them 

replacing the a i r c r a f t  as our primary long-range weapon. 

Four years a f t e r  our f i r s t  s a t e l l i t e  launching we placed 

John Glenn i n  o r b i t  and w i t h i n  eight years from h i s  f l i g h t ,  we 

expect t o  place American explorers on the moon's surface and 

return them safely t o  earth.  

I read with great  i n t e r e s t  the other day about the 

preparation of a time capsule, t o  be buried f o r  the enlighten- 

ment of some future archaeologist. It i s  t o  contain those 

things most representative of our age, Among the a r t i f a c t s  

were: an t ib io t ics ,  pyroceram, computer memory u n i t s ,  p l a s t i c  

hear t  valve, super-conducting wire, ruby laser  rod, normal and 

i r radiated seeds, desalted seawater, permanent magnet, b i r th  

control p i l l s ,  t r ans i s to r  radios, freeze-dried foods, e l e c t r i c  

toothbrush, ar-d t ranqui l izers .  I think tha t  i s  a good cross 

sampling and shows eloquently the impact of science and 

technology on our l ives .  
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Some of our modern devices are r ea l ly  very old ideas t h a t  

have awaited some key development before reaching a high s t a t e  

of usefulness. The turbojet  engine, which has brought a 

s ign i f icant  increase in a i r c r a f t  speed, is an example. The 

pr inciple  of the turbojet  was known for  many years, but 

materials limited the temperature t o  such low values t h a t  the 

engine could do l i t t l e  useful work fo r  almost a l l  the energy 

went i n to  driving the compressor. With the development of 

heat r e s i s t an t  materials,  the operating temperature was 

increased u n t i l  the engine has v i r tua l ly  displaced the piston 

engine i n  large a i r c r a f t  transports. I n  the same manner, 

be t t e r  materials hold the key t o  increased engine performance 

and decreased s t ruc tu ra l  weight of supersonic transports.  O u r  

research shows tha t  a safe and rel iable  supersonic transport  

is technically feasible  now, but additional research is  needed 

t o  make it economically a t t ract ive.  The gains t o  be made by 

improved materials as well as improvements i n  several  other 

areas are  i l l u s t r a t ed  by my f i r s t  s l i d e  (R64-376). 

A supersonic transport  with 35,000 pound payload -- about 

150 passengers and 3,650 pounds of cargo -- has been chosen. 

The figure i l l u s t r a t e s  t h a t  w i t h  present technology, a 400,000 



t o  500,000 pound airplane is  required t o  achieve a range of 

approximately 2,500 t o  38000 nautical miles, W i t h  additional 

research, the maximum range can be extended t o  3,500 naut ical  

miles, o r  greater than 4,000 s t a tu t e  miles with gross weights 

of 350,000 t o  450,000 pounds. Thus, supersonic transports 

b u i l t  with t h i s  improved technology w i l l  cos t  l e s s ,  operate 

a t  lower cost ,  and, because of t h e i r  lower weight, have a 

lower sonic boom in tens i ty  than those using today's technology. 

The NASA is working on these problems as w e l l  as other 

advancements i n  aeronautics a t  i t s  four Research Centers: 

namely, Ames; Lewis a t  Cleveland, Ohio; Langley a t  Langley 

Field,  Virginia; and Fl ight  a t  Edwards, California.  

An even be t t e r  example, than a turboje t ,  of a modern 

device with a long h is tory  is  the rocket engine. The Chinese, 

i n  the Thirteenth Century, were the e a r l i e s t  known developers 

of rockets and, it is said,  an early Chinese made an 

unsuccessful b i d  fo r  space t r ave l  by lashing a group of 

rockets t o  h i s  chair  and having his servants ign i te  them! 

The rocket idea soon spread t o  Europe and it rose t o  prominence 

as a weapon u n t i l  the Nineteenth Century. It underwent several  

technological developments. Congreve improved i t s  accuracy by 
, 
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adding a s tab i l iz ing  wood s t i ck .  Hale improved the accuracy by 

spin s t ab i l i za t ion ,  but h i s  idea was applied t o  cannon she l l s  

by means of r i f l i n g  the barrel ,  and t h i s  made the rocket obsolete. 

It remained so u n t i l  modern engineering was applied twenty years 

ago and the world w a s  s t a r t l ed  by the spectacular performance of 

I the V-2 rocket. The development of guided missiles i n  t h i s  

country gave us the necessary technology t o  reach s a t e l l i t e  

ve loc i t ies  and t r ave l  i n  space became a r ea l i t y .  

~ 

O u r  f i r s t  launch vehicles, with the exception of Vanguard, 

were based on mil i tary missiles. Modifications have been made 

t o  the missile for  space use and upper stages have been added. 

The present group of l i gh t  and medium launch vehicles used by 

the NASA i s  i l l u s t r a t ed  i n  the next s l i d e  (PT63-1937). 

The Scout is  a three-stage, a l l -sol id  booster b u i l t  

especial ly  for  space use. Delta and mor-Agena use the Thor 

missile as the f i r s t  stage. The Delta has two upper stages 

or ig ina l ly  designed for  the Vanguard. The Agena upper stage 

i s  used on top of both the Thor and A t l a s  missiles.  Centaur 

is  a modified Atlas, plus a new hydrogen-oxygen upper stage 

s t i l l  i n  development. Payloads i n  ear th  o r b i t  range from 

240 pounds t o  8,500 pounds, and i n  an ear th  escape t ra jec tory ,  

from 100 pounds t o  2,300 pounds. 
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O n e  of the f i r s t  real izat ions facing this  nat ion 's  space 

planners a f t e r  the spur of Sputnik was the weight-l if t ing 

l imitat ions of our missiles t h a t  were developed for  compara- 

t i ve ly  small and e f f i c i en t  nuclear warheads, A key t o  

increased weight carrying capabili ty was the rocket engine, 

We needed not only higher thrusts ,  b u t  a lso more e f f i c i en t  

engines: t ha t  i s ,  engines tha t  develop high t h r u s t  per pound 

of propellant exhausted i n  a u n i t  of time, called specif ic  

impulse, Accordingly, several major and bold national 

decisions were made tha t  were based on research conducted 

over the previous f ive  years, One was t o  s t a r t  immediate 

development of an engine of 1,500,000 pounds t h r u s t ,  ten times 

greater than the largest  single th rus t  chamber a t  t ha t  t h e .  

Another was the decision t o  use liquid hydrogen as a fue l  i n  

new upper s tages ,  D r ,  Abe Si lvers te in ,  of the Lewis Research 

Center, played a key role  i n  these decisions, and I am proud 

t h a t  I was a contributor t o  the extensive work on hydrogen a t  

Lewis  t h a t  led t o  i t s  choice, The engine ser ies  s tar ted i n  

the ear ly  days and since augmented as shown by the next 

s l i d e  (M63-435) , 
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The A-3, s t a r t ed  i n  1958, was the f i r s t  rocket engine using 

oxygen-hydrogen t o  be developed for  vehicle use, It del ivers  

15,000 pounds, has a spec i f ic  impulse of about 430 pounds th rus t  

(lb./sec.) and is very successful. The A-3 powers the upper 

stage of the Atlas-Centaur vehicle and the second stage of the 

Saturn I vehicle. 

The H - 1  engine, w h i c h  grew out of the m i s s i l e  program, is 

a simplified, highly re l iab le  engine using oxygen-kerosene, and 

developing 188,000 pounds thrust .  The F-1 engine, s tar ted i n  

1958, develops 1.5 mill ion pounds t h r u s t  and uses oxygen-kerosene. 

me 5-2,  s t a r t ed  i n  1960, develops 2 0 0 , 0 0 0  pounds thrus t ,  using 

oxygen-hydrogen. The l a t e s t  s t a r t ,  i n  1962, is  the M-1 engine, 

using oxygen-hydrogen, and developing 1.5 mill ion pounds thrust .  

These engines give us the p o w e r  and eff ic iency needed f o r  our 

t r i p  t o  the moon, and a l l  except the M - 1  play a role i n  the 

Apollo program, 

Another ea r ly  decision was to build large boosters and 

thus,  the Saturn series w a s  s tar ted.  These are i l l u s t r a t e d  by 

the next s l i d e  (-63-27), where they are compared w i t h  the  

Statue of Liberty i n  size.  Saturn I uses e igh t  H-1 engines i n  

i t s  f i r s t  stage, for  1.5 million pounds th rus t  and s i x  A-3 
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, engines i n  i t s  second stage fo r  90,000 pounds thrus t .  There have 

been seven f l igh ts  and seven successes. L a s t  January, about s i x  

years a f te r  the 40-pound Explorer, Saturn I placed over 1,900 

pounds i n  orbi t .  Saturn I-B is an up-rated version of Saturn I 

w i t h  an upper stage using the new 5-2 engine previously mentioned. 

It w i l l  be able t o  place over 30,000 pounds i n  ear th  orbit .  The 

largest  of the se r i e s ,  and the one used f o r  Apollo, is Saturn V, 

361 f e e t  t a l l  with i t s  spacecraft. A better view of Saturn V is  

shown by the next s l i d e  (M63-423). 

The f i rs t  stage consis ts  of f i v e  F-1 engines, developing 

7.5 mil l ion pounds thrus t ,  the second stage,  f i ve  5-2 engines 

of one mill ion pounds thrus t ,  and the th i rd  stage, one J-2 of 

200,000 pounds thrus t .  

lunar mission is  90,000 pounds. 

The t o t a l  payload capabi l i ty  for a 

Concurrent with the build-up of booster capabi l i ty  has been 

development of spacecraft t o  carry men i n t o  space (AA63-23). The 

Mercury program w a s  s t a r t ed  within a w e e k  of the formation of 

NASA. The Mercury program was based on research r e s u l t s  obtained 

a t  our Langley and Ames Research Centers. The group tha t  planned 

and carr ied out  the s i x  h i s t o r i c  man f l i g h t s  w a s  formed f r o m  men 

engaged i n  aeronautical and m i s s i l e  research. This has been the  
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b a s i c  p l an  of NASA f r o m  i ts  beginning. 

management method, w e  f ind  d i r e c t i o n  no t  by p ro fes s iona l  

managers, bu t  by profess iona l  s c i e n t i s t s  and engineers  w h o  a r e  

themselves engaged i n  work a t  the boundaries of t h e i r  sc ience  

and technology. 

A t  the h e a r t  of our 

The Mercury p r o j e c t  shaved t h a t  our design approach w a s  

sound and t h a t  man can f l y  i n  space and r e t u r n  s a f e l y .  Gemini 

is  a program t o  extend t h i s  c a p a b i l i t y  by p l ac ing  two men i n  

space for  periods of one t o  t w o  weeks. During t h i s  per iod,  

they  w i l l  t e s t  rendezvous techniques w i t h  an unmanned Agena 

spacec ra f t .  Radar w i l l  locate the Agena a t  a d i s t a n c e  of 200 

t o  250 m i l e s ,  and Gemini w i l l  approach a t  a d i f f e r e n t i a l  speed 

of 100 m i l e s  per hour while o r b i t i n g  a t  a t o t a l  speed of 17,500 

m i l e s  pe r  hour.  When wi th in  20 m i l e s ,  t h e  a s t r o n a u t  w i l l  home 

i n  on a f l a s h i n g  beacon on the Agena. When the t w o  veh ic l e s  

are very  close, the a s t ronau t s  w i l l  dock w i t h  the Agena a t  a 

one-mile-per-hour d i f f e r e n t i a l  speed. 

One major manned program i s ,  of course,  A p o l l o .  Prel iminary 

p lans  and d iscuss ions  began a few months a f t e r  Mercury was s t a r t e d ,  

when r e s u l t s  of s t u d i e s  a t  o u r  Research Centers  showed t h a t  a moon 

landing w a s  f e a s i b l e .  Former Pres ident  Kennedy made it a n a t i o n a l  
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goal on May 21,  1961. I n  i t s  planning, NASA proceeded w i t h  

caution, assessing problem areas,  examining various al ternat ive 

methods, weighing them and adding t o  i t s  own judgment t h a t  of 

other groups i n  and out of government. 

t r u l y  a national decision and one we are confident can meet 

the time goal i f  adequate support is  maintained. 

The present plan was 

The ApoIlo spacecraft is  shown by the next s l i de  (M63-580). 

It has three major par ts ,  the command module, the service 

module, and the lunar excursion module, or  LEM. Atop the 

command module is a launch escape system t o  carry the spacecraft 

away from Saturn V should an emergency a r i se  during launch. 

O n  the momentus day of the f irst  f l i g h t  t o  the moon's 

surface, the three astronauts w i l l  be using the resu l t s  of 

almost a decade of concentrated e f fo r t  which include knowledge, 

s k i l l s ,  and equipment of 30,000 people i n  ten NASA Centers and 

over a quarter of a million people i n  more than 5,000 companies. 

They w i l l  have f l i g h t  experience i n  space 100 times longer than 

the t o t a l  time logged i n  Mercury. They w i l l  have the knowledge 

gained by dozens of unmanned s a t e l l i t e s  t h a t  have probed space 

about the moon and beyond. They w i l l  have the r e su l t  of Ranger 

photographs of the lunar surface plus more detai led surveys 

made by lunar orb i t ing  and the Surveyor lunar lander. 
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A t  the  launch s ignal ,  the five giant  F-1 engines w i l l  l i f t  

the  6 mill ion pound vehicle away from the ground, and the t r i p  

w i l l  begin. Two-and-a-half minutes l a t e r ,  the f i rs t  stage w i l l  

s top and separate,  The second stage w i l l  operate six-and-a-half 

minutes, and separate,  The t h i r d  stage w i l l  operate for  about 

three minutes, then s top as the astronauts w i l l  then be i n  an 

o r b i t  about the ear th  called a parking orb i t .  A t  t h i s  time, 

various systems are checked and t h i s  may take several  hours. 

If a l l  i s  well ,  the  t h i r d  stage is re-started and a f t e r  about 

f ive minutes of operation, the spacecraft i s  on a lunar 

t ra jectory.  A t  t h i s  time, the spacecraft undergoes a maneuver 

t o  move the lunar excursion module from i t s  posit ion below the 

service module t o  a posit ion i n  front of the command module. 

This new posit ion is  shown by the next s l i de  (PT63-1933). As 

they approach the moon a f t e r  the 70-hour t r a n s i t  time, small 

control motors w i l l  or ient  the spacecraft and the 22,000 pound 

thrus t  service module engine w i l l  operate t o  slow down the 

spacecraft u n t i l  a lunar o rb i t  (90 miles above the surface) 

is achieved. Two astronauts then enter the lunar excursion 

module (as indicated i n  t h i s  i l l u s t r a t i o n ) ,  separate from the 

command module for  the descent t o  the lunar surface. The 
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10,000 pound t h r u s t  descent engine w i l l  s t a r t  and operate f i r s t  

t o  get  i n t o  an o rb i t  within ten miles of the surface and then, 

a t  th rus t s  varying from 10,000 t o  1,000 pounds, w i l l  land gently 

on the luna r  surface. 

After a period on the moon las t ing from several  hours t o  

as  long as a day, the astronauts w i l l  operate the ascent engine 

of 3,500 pounds th rus t  and rise into an o rb i t  t o  bring it close 

t o  the command module, and docking w i l l  complete the rendezvous. 

The command module, with i t s  remaining astronaut,  is also capable 

of the same docking maneuver, if necessary. After the two 

returning astronauts leave the lunar excursion module, it is 

abandoned i n  i t s  o r b i t  about the moon. The engine of the 

command module is operated t o  leave the lunar o rb i t  and the 

return t r i p  t o  the ear th  begins. The navigational aim for  t h i s  

return m u s t  be accurate -- l i k e  shooting the nap off a tennis 

b a l l  a t  100 yards without h i t t i n g  the ba l l .  I f  they approach 

the atmospheric mantle too high, they w i l l  zoom through without 

appreciable deceleration and on to  an unwanted space voyage. 

If they d ip  too quickly in to  the atmosphere, t he i r  spacecraft 

may dis integrate .  I f  the approach is  correct ,  they decelerate 

through the atmosphere, parachutes are  deployed, and they land. 

The elapsed time -- eight  t o  t e n  days. 
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B u t  already, s i x  years before this  event, we are laying 

the groundwork for  other steps by research i n  a broad front .  

We plan t o  send unmanned probes to  the near planets Mars and 

Venus. Our lunar and ear th  orbi t  work w i l l  teach us haw t o  

l i ve  i n  space for  long periods. For man t o  t rave l  t o  the 

planets,  however, a more e f f ic ien t  transportation system than 

chemical rockets is needed, Nuclear propulsion w i l l  provide 

t h i s  capabi l i ty  and a large share of research e f f o r t  is going 

in to  t h i s  propulsion method. The f i r s t  type is  the thermal 

nuclear rocket i n  which hydrogen as  a working f l u i d  is  heated 

by passage through the nuclear core.  Work on this method is 

proceeding very sa t i s f ac to r i ly  -- three successful hot reactor 

operations were conducted th i s  year under j o i n t  AEC/NASA 

sponsorship. 

A concept of a Mars spaceship, using nuclear propulsion, 

is  i l l u s t r a t ed  by the next s l i de  (RN64-388). It  is  a ra ther  

complicated spacecraft with several stages and might weigh as  

much as two million pounds i n  earth orb i t .  The assembly of 

such a spacecraft  by uprated Saturn V's would require seven 

t o  e ight  f l i g h t s ,  or the use of a new launch yehicle having an 

orbitcapability of one t o  t w o  million pounds. The nuclear 
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rocket is used t o  depart earth orbi t  for  Mars and t o  decelerate 

into a Mars orb i t .  Conventional chemical-fueled rocket would 

be used t o  descend t o  the Martian surface and return t o  the 

mother ship. Nuclear propulsion would then propel the voyagers 

back t o  ear th .  Such a t r i p  is not  envisioned before the 1980's 

a t  the present level of research. 

Thermal nuclear rockets produce about twice the specif ic  

impulse of chemical rockets, o r  900 t o  1,000 pounds th rus t /  

(lb./sec.) flow. If, instead of a sol id  core, a vortex 

gaseous core reactor i s  used, the  operating temperature could 

be much higher. Such a system might increase specif ic  impulse 

2.5 or more times over the present sol id  core method. Gas core 

reactors are  not new, but l ike  other advanced concepts, they 

have many d i f f i c u l t  problems that  m u s t  be solved before they 

become useful. This is  j u s t  the s o r t  of challenge a research 

man l ikes .  

S t i l l  another type of propulsion under s tudy  is nuclear- 

e l e c t r i c  rockets. The nuclear energy is f i r s t  converted t o  

e l e c t r i c a l  energy, and t h i s  is employed t o  accelerate a working 

f lu id  t o  very high veloci t ies .  In some cases, the e l e c t r i c a l  

energy heats the working f l u i d  thermally by an e l e c t r i c  arc.  
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I n  other cases, the f lu id  is  accelerated by forces w h i c h  are  

induced by electromagnetic or  e lec t ros ta t ic  f i e lds .  A schematic 

diagram of a nuclear e l e c t r i c  system for  spacecraft propulsion 

and posi t ion control i s  shown by the next s l i de  (RN64-389). 

The reactor ,  turbo-electric system and e l e c t r i c  power 

regulation comprise the system t o  convert nuclear energy t o  

e l e c t r i c  energy. The e l ec t r i c  power operates the ion engine, 

which cons is t s  of a thrustor ,  i t s  control ,  and propellant feed 

system. Typical t h rus t  values f o r  ion engines, or  c lusters  of 

them, range from 1/1000 of a pound thrust  t o  values as high as 

100 pounds. The e l e c t r i c  power generation components represent 

by f a r  the predominant weight of the system and are  the primary 

reason fo r  very low thrust-to-weight values -- on the order of 

1/10,000 t o  1/1,000,000. 

only i n  applications where very l o w  accelerations and long t r i p  

times do not l i m i t  the mission. An in te res t ing  poss ib i l i ty  is 

a mission t o  the other planets,  because t h e i r  propellant 

consumption is very l o w  -- on the order of a tenth or a 

twentieth of t h a t  of a chemical propulsion system. We have 

flown experimental e l e c t r i c a l  thrustors successfully,  but much 

more research i s  necessary before they become of prac t ica l  use. 

Such propulsion systems are of use 
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The present l imi ta t ion  is  get t ing e l e c t r i c a l  power generation 

systems t h a t  are  l i g h t ,  re l iab le ,  and t h a t  operate for  several  

years. Such systems are needed not only for e l e c t r i c  propulsion 

but t o  provide e l e c t r i c a l  power for extensive lunar or planetary 

operations. One such system i n  the research stage a t  the Lewis 

Research Center is the SNAP-8 power generator system, an 

i l l u s t r a t i o n  of which is shown by the next s l i d e  (R63-598). 

It cons is t s  of a nuclear reactor which heats  a sodium-potassium 

working f lu id  which, i n  turn,  heats mercury i n  a heat exchanger. 

The hot mercury vapor drives a turbine which i n  t u rn  drives a 

generator . The large corrugated-like cylinder is the radiator  

tha t  r e j ec t s  the waste heat of the mercury. The radiator  is 

large,  comparatively heavy and vulnerable t o  penetrations by 

micrometeoroids. We have a large research e f f o r t  on t h i s  

system and expect t o  t e s t  an experimental system soon. 

O t h e r  types of e l e c t r i c  power generating systems are 

being studied for  a var ie ty  of operations. I n  chemical energy 

systems the bat tery,  fue l  c e l l ,  and chemical engine are being 

investigated. I n  solar  energy systems, thermionic power 

generation, thermal engine cycles, and so lar  c e l l s  are a l l  

receiving at tent ion.  For example, conventional solar  c e l l s  
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are adverse ly  affected by rad ia t ion .  Research on improved types 

have increased  their  r a d i a t i o n  r e s i s t ance  an order  of magnitude. 

One of the m o s t  promising research a reas  of s o l a r  cel ls  is the 

th in- f i lm cel l ,  an i l l u s t r a t i o n  of w h i c h  is shown by the next  

s l i d e  (R63-972). Conventional so l a r  ce l l s  a r e  s i n g l e  c r y s t a l s  

u sua l ly  about one or t w o  cent imeters  w i d e ,  and t w o  cen t imeters  

long, and about 20 thousandths of an inch. By new techniques,  

thin-f i l m  ce l l s  on f l e x i b l e  s u b s t r a t e s  w i t h  a three thousandths 

of an inch  th ickness  appear possible .  This would a l l o w  ca r ry ing  

large solar c e l l  areas i n  a r o l l  on a s p a c e c r a f t  for un fu r l ing  

i n  space. 

Since such t h i n  f i l m s  now exh ib i t  low e f f i c i e n c i e s ,  i nc reas ing  

e f f i c i e n c y  and dev i s ing  cons t ruc t ion  techniques are research goals .  

Thus f a r l k h a v e  touched only on t h e  energy conversion a spec t s  
/--- 

of our research.'\, There is w o r k  under  w a y  i n  m a t e r i a l s  and 
4.J 

s t r u c t u r e s ,  i n  guidance, navigation, 

support  and human f a c t o r s ,  and o ther  

supersonic  t r a n s p o r t  work previously 
~" 

and communication, i n  l i f e  

ae ronau t i ca l  areas than the 

mentioned. Subsequent 

speakers w i l l  go i n t o  s o m e  of these a reas  i n  d e t a i l .  I have, 

however, a f i l m  c l i p  of a few t y p i c a l  research p r o j e c t s  that  

I w i s h  t o  s h o w  you now. (Film c l i p  desc r ibes  ze ro  g r a v i t y  
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f l u i d  experiment, X-15 f l i g h t ,  Project Fire ,  and space s u i t s , )  

I would l i k e  t o  close with a f e w  comments on t ransfer  of 
-----. ___I 

information and on education, 
" -3- 

.p- -..--e--- ---- 
The increased pace i n  research and technology has brought 

w i t h  it a flood of new information tha t  must  be communicated, 

analyzed, and assimilated. I n  i ts  380-orbit l i fe t ime,  Nimbus I 

produced 27,000 sharp weather photographs. The Tiros program 

has transmitted from space almost 400,000 pictures  so f a r  i n  

its four-and-a-half years of operation, serving our weather 

forecasters  even w h i l e  developing a t rue space weather system. 

Data flows in to  our Goddard Space P l ight  Center, NASA's  chief 

center fo r  the col lect ion of data from space, a t  the r a t e  of 

55 million data points per day, The volume may r i s e  t o  

200 mill ion points per day by next year, Large data inflow 

requires new, rapid data processing and compression methods 

and these are being developed, One example of research i n  the 

area is  the automatic pattern recognition system shown by the 

next s l i d e  (-64-380). This is an e lec t ronic  technique t o  

recognize s ignif icant  weather indicators from the pictures  

taken by a Tiros or Nimbus s a t e l l i t e .  Another example of rapid 

data handling i s  the tes t ing  of the giant  Saturn engines. The 
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data are  transmitted by microwave from the t e s t  s i t e  t o  the 

computer so t h a t  by the time the t e s t  engineers return t o  

t h e i r  o f f i ce  a f t e r  a run ,  the printed r e su l t s  are on t h e i r  

desks. 

In addition t o  the processing of large amounts of data,  

we are  a l so  faced with a need for be t t e r  communication of the 

r e s u l t s  t o  others who can use them. 

plenty of reports. It has been estimated t h a t  the world's 

laboratories are producing technical papers a t  the r a t e  of 

60 million pages per year. Space a c t i v i t i e s  produce about 

a million pages of technical data a year. 

t ha t  if our rockets f a i l ,  we could make a p i l e  of a l l  the 

papers generated by the space e f for t  and simply climb t o  the 

moon. 

There a re  cer ta in ly  

One wag has said 

The f i e l d  of cybernetics offers hope i n  t h i s  communication 

t r a f f i c  jam. The Center for  Communication Sciences a t  M . I . T .  

i s  bringing together engineers, mathematicians, l inguis t s ,  and 

neurophysiologists i n  a massive multi-discipline at tack on the 

problem. 

The rapid changes i n  science and technology require 

continued education t o  keep up with developments. A. C. Monteith 

has calculated t h a t  the "half l i f e  of today's graduate engineer 
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i s  ten years -- i .e.,  half  of w h a t  he knows w i l l  be obsolete 

i n  a decade." 

needs t o  know i n  the next ten years is not available t o  him 

today. D r .  R. L. Bisplinghoff has said tha t ,  "It is l ike ly  

t h a t  even an i n i t i a l l y  well-educated professional w i l l  have 

t o  devote as much as 20 per cent of h i s  time t o  continuing 

education t o  s tay on top of h i s  f ie ld ."  

Monteith adds that  half  of what an engineer 

As D r .  Glen Seaborg put it, "We are a l l  swept up by the 

t i de  of discovery t h a t  is the sc i en t i f i c  revolution. 'I Although 

the r a t e  may change, the growth of science and technology is  

e s sen t i a l  t o  our way of l i f e ,  and th i s  gives us an unprecedented 

opportunity t o  help mankind everywhere. 

I n  closing, the teacher, the s c i e n t i s t ,  and the engineer 

must  be adaptable t o  the changes i n  science and technology 

brought on by the i r  contributions. They m u s t  s tay abreast of 

new developments and devise bet ter  ways of disseminating and 

assimulating the growing m a s s  of knowledge. The teacher has 

the additional responsibi l i ty  of equipping the pupil not w i t h  

pract ices  or  procedures t h a t  w i l l  be outmoded quickly, but w i t h  

the basic s c i e n t i f i c  and engineering too ls  t h a t  he needs t o  

a d j u s t  t o  the rapid changes and t o  t h rus t  forward fo r  new 

contributions. 
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